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Setup 
The appliance has 6 Gigabit Ethernet ports named eth0, 
eth1, eth2, … eth5 from left to right starting beside the 
USB Ports 

Typically, eth0 is considered as a WAN interface, eth1 as 
a LAN interface and eth2-eth5 can be used in either LAN 
or WAN mode. 

To login into the web dashboard, connect your system 
via a switch or directly to the LAN port of the appliance. 

The default IP of the LAN network for the appliance is 
192.168.10.1 

To login into the dashboard. visit 

http://192.168.10.1 using a web browser 

The default username is ‘admin’ and the default 
password is ‘qwaszx’ without quotes. 

Dashboard Sections 
Bandwidth Aggregation 
Set the configuration of the firewall in multiple modes. 
You can choose either from 

1. Standalone 
      Acts as a simple router between the WAN and 
LAN interfaces. Does not do any load balancing or 
failover 

2. Session Load Balancing 
      Uses all WAN connections and balances network 
load according to sessions. the load is distributed as 
mentioned by the weight parameter. If weights are 
equal, traffic will be apportioned evenly between the 

two routes. Increase a weight to favour one ISP over 
the others. For example, if "eth2" has a weight of 2 
and "eth4" has a weight of 1, then twice as much 
traffic will flow through the eth2 service. If this 
column is omitted, then equal weights are assumed. 

3. Failover 
      All interface interfaces will be pinged periodically, 
but only the one that is up and running and which 
has the highest weight will be selected for network 
traffic. I f the preferred interface becomes 
inaccessible, then the interface with the next highest 
weight will be used until such time as the preferred 
one becomes available again. When running in this 
mode the weight value is used to select which 
interface to route through. The currently running 
interface with the highest assigned weight will be 
selected as the default outgoing interface. 

Interface Configuration 
Allows you to configure the network interface into either 
WAN or LAN mode 

PPPoE Configuration 
Allows you to setup a dailer for the PPPoE connection for 
a particular interface. Only one dailer can be configured 
per interface 

Bridge Configuration 
Allows you to bridge multiple interfaces to act as a 
single unified interface  

Network Status 
Shows the current status of the network interfaces

http://192.168.10.1
http://192.168.10.1


Product Specification
Physical Specification 
Dimensions 
Width x Height x Depth  

43 cm x 4.6 cm x 28 cm (Approx 1U) 

Weight 
3 Kilo Gram 

Appearance  
Black Galvanized Steel Finish 

Technical Specification 
Bandwidth Aggregation 
Load Balance and Combine Multiple Internet 
Connections 

Connect directly to PPPoE Connections 

DHCP Server 

Other 
Power  
220V/50Hz open power supply  

Consumption(peak): 150W 

Consumption(average): 120W 

Networking 
Wired 
Gigabit Ethernet RJ-45 Connectors 

6 Ports. 1 WAN, 1 LAN, 4 WAN/LAN 

Contents 
1 Power Cable 

1 Bandwidth Aggregation Appliance 

1 Rack mount brackets 

Misc 
1U Rack Mountable Design 

Red Power Indicator Light, HDD Indicator Light 

Warranty 
One year from invoice date 

Damage due to power surge, misuse, acts of god, 
are not covered under the warranty. Usage in modes 
that are prohibited void the warranty of the 
appliance 
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